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STATIONARY OIL DISPENSING KITS

Art. no. US 2992

Stationary pneumatic oil dispensing kit, with electronic oil fl ow meter, for 55 US gal – drums, consisting of:
 
- Pneumatic double acting 3:1 - oil pump, art. no. US 2020;
- Plastic bung adapter for the fi xation of pumps on drums, art. no. US 4340;
- 6.5’ – rubber connection hose 1/2”, art. no. 28702;
- Electronic oval gears fl ow meter for oil, with control gun, rubber protection guard, trigger guard, 
 fl exible rubber outlet, Ø 1/2”, with curved rigid 90° stem, automatic anti-drip nozzle and inlet
 swivel 1/2” NPT (M), art. no. US 2631; 
- Open hose reel art. no. 9016, with 50’ – rubber hose 1/2”, art. no. 28715;
- Pressure regulator with manometer and condensation water separator, art. no. 7180.

Optional:
-  Air separator kit suitable to separate the air eventually present in the suction line from the oil;
 with automatic pump stop when drum is empty, art. no. 2051;
-  wall mounted gun holder with drip tray, art. no. 9784.

Art. no. US 2934

Stationary pneumatic oil dispensing kit, for 55 US gal – drums, consisting of:
 
- 3 pcs. of pneumatic double acting 3:1 - oil pumps, art. no. US 2020;
- 3 pcs. of plastic bung adapters for the fi xation of pumps on drums, art. no. US 4340;
- 3 pcs. of enclosed hose reels, art. no. US 9013;
- 3 pcs. of 50’ – rubber hoses 1/2”, art. no. 28715;
- 3 pcs. of 6.5’ – rubber connection hoses 1/2”, art. no. 28702;
- 3 pcs. of electronic fl ow meters for oil, with control gun, rubber protection guard, trigger guard, rigid
 outlet, automatic anti-drip nozzle and inlet swivel 1/2” NPT (M), art.  no. US 2826;
- 3 pcs. of wall mounted gun holders with drip tray, art. no. 9784;
- 3 pcs. of pressure regulators with manometer and condensation water separator, art. no. 7180;
- 4 pcs. of plastic casing elements for hose reel battery, art. nos. 9780, 9781, 9779;
- 1 pc. of mounting panels for hose reels, art. no. 8534.

Art. no. US 8549

Stationary pneumatic oil supply station, for  2 x 55 US gal – drums, consisting of:

- 2 pcs. of pneumatic double acting 5:1 - oil pump, art. no. US 2061;
- 2 pcs. of wall bracket in painted steel, for the fi xation of the pump;
- 2 pcs. of air separator kit, art. no. 2050;
- 2 pcs. of manometer for outlet pressure control;
- 1 pc. of Tank Service Base for 2 drums of 55 US gal, art. no. 8533, with metal mounting rack;
- 2 pcs. of suction tube in galvanized steel, Ø 40 mm, length 950 mm, with 90° - curved
 connection 1” NPT (M), with foot valve, and bung adapter 2” NPT (M) x 40 mm, art. no. US 4340, 
 suitable for the use in 55 US gal – drums;
- 2 pcs. of 5’ - rubber suction hose 1”, connections 1” NPT (F-F), art. no. 2205;
- 2 pcs. of open hose reel, adjustable arms series, art. no. US 9090;
- 2 pcs. of 50’ – rubber hose 1/2”, art. no. 28715;

Art. no. US 8208

Pneumatic oil dispensing kit, for the installation on the side of 264 US gal - IBC -tanks, consisting of:
 
- Pneumatic single acting 5:1 - oil pump, art. no. US 2075;
- Plastic bung adapter for the fi xation of pumps on drums, art. no. US 4340;
- Pressure regulator with manometer, art. no. 7200;
- Electronic fl ow meter for oil, with control gun, rigid outlet, automatic anti-drip nozzle 
 and inlet swivel 1/2” NPT (M), art. no. US 2626; 
- 10’  – rubber hose 1/2”, art. no. 28703;
- Suction hose 1” with connection adapter for IBC – tanks;
- Metal mounting bracket, art. no. 9785.
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