
Automatic rewind, spring-driven hose reel, adjustable arms series EVO, in 
painted steel or stainless steel AISI 304 (on request in AISI 316), suitable for 
hoses of max 328’ length (ø hose 1/2”).

The hose reel can be supplied without hoses or with hoses for the supply of 
water, diesel, AUS32.
 
On demand the hose reels can also be supplied with a spring brake kit 
(see information at the end of this page).

AUTOMATIC REWIND, SPRING - DRIVEN HOSE REELS

Adjustable arms series EVO    Ø max 1” – up to 100’ length

/HB  Hydraulic spring brake kit

Safety device for the controlled rewind of hoses, 
installable on all spring-driven hose reel models, 
eliminating the dangers caused by an uncontrolled 
rewind or a sudden release of the hose when 
unwinded during its use.

Art. no.
Art. no. with spring 

brake
Ø - length 

hose
P. max Fluid

Connection 
threads 
IN - OUT

Suitable pivoting 
wall bracket

Dimensions
(LxWxH)

Weight
(without hose)

US 9095 US 9095/HB without hose 1450 psi - 1" (M) - 1" (F)

Art. no. 9768 11" x 21" x 19" 39.6 lb
US 9095+18910 US 9095/HB+18910 ø 3/4" - 33' 250 psi Water 1" (M) - 3/4" (F)

US 9095+289910 US 9095/HB+289910 ø 3/4" - 33' 300 psi AUS32 1" (M) - 3/4" (F)
US 9095+28810 US 9095/HB+28810 ø 3/4" - 33' 250 psi Diesel 1" (M) - 3/4" (F)

US 9095+289608 US 9095/HB+289608 ø 1" - 26' 250 psi Diesel 1" (M) - 1" (F)
US 9096 US 9096/HB without hose 1450 psi - 1" (M) - 1" (F)

Art. no. 9773 12" x 21" x 19" 48.4 lb
US 9096+18915 US 9096/HB+18915 ø 3/4" - 50' 250 psi Water 1" (M) - 3/4" (F)

US 9096+289915 US 9096/HB+289915 ø 3/4" - 50' 300 psi AUS32 1" (M) - 3/4" (F)
US 9096+28815 US 9096/HB+28815 ø 3/4" - 50' 250 psi Diesel 1" (M) - 3/4" (F)

US 9096+289612 US 9096/HB+289612 ø 1" - 40' 250 psi Diesel 1" (M) - 1" (F)
US 9097  US 9097/HB without hose 1450 psi - 1" (M) - 1" (F)

Art. no. 9769 16" x 21" x 19" 52.8 lb
US 9097+18920 US 9097/HB+18920 ø 3/4" - 65' 250 psi Water 1" (M) - 3/4" (F)

US 9097+289920 US 9097/HB+289920 ø 3/4" - 65' 300 psi AUS32 1" (M) - 3/4" (F)
US 9097+28820 US 9097/HB+28820 ø 3/4" - 65' 250 psi Diesel 1" (M) - 3/4" (F)

US 9097+289615 US 9097/HB+289615 ø 1" - 50' 250 psi Diesel 1" (M) - 1" (F)
US 9070 US 9070/HB without hose 1450 psi 1" (M) - 1" (F)

Art. no. 9769 18" x 23" x 28" 70.4 lb
US 9070+18930 US 9070/HB+18930 ø 3/4" - 100' 250 psi Water 1" (M) - 3/4" (F)

US 9070+289930 US 9070/HB+289930 ø 3/4" - 100' 300 psi AUS32 1" (M) - 3/4" (F)
US 9070+28830 US 9070/HB+28830 ø 3/4" - 100' 250 psi Diesel 1" (M) - 3/4" (F)

US 9070+289620 US 9070/HB+289620 ø 1" - 65' 250 psi Diesel 1" (M) - 1" (F)
 US 9099 US 9099/HB without hose 1450 psi -- 1" (M) - 1" (F) - 23" x 26" x 23"

110 lb
US 9099+289630 US 9099/HB+289630 ø 1" - 100' 250 psi Diesel 1" (M) - 1" (F) - 23" x 26" x 23"

US 9595 US 9595/HB without hose - 
Up to 26' ø 1" 1450 psi - 1" (M) - 1" (F) Art. no. 9765 11" x 21" x 19" 39.6 lb

US 9596 US 9596/HB without hose - 
Up to 40' ø 1" 1450 psi - 1" (M) - 1" (F) Art. no. 9776 12" x 21" x 19" 48.4 lb

US 9584 US 9584/HB without hose - 
Up to 50' ø 1" 1450 psi - 1" (M) - 1" (F) Art. no. 9764 16" x 21" x 19" 52.8 lb

US 9570 US 9570/HB without hose - 
Up to 65' ø 1" 1450 psi - 1" (M) - 1" (F) Art. no. 9764 18" x 23" x 28" 70.4 lb

US 9599 US 9599/HB without hose - 
Up to 100' ø 1" 1450 psi - 1" (M) - 1" (F) - 23" x 26" x 23" 110 lb
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OPTIONAL
Pivoting wall mounting bracket
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