
The a. m. performance values are based upon 
the following test conditions:
lithium grease NLGI 0 at 71°F --  Compressed 
air pressure 116 psi --  free fl ow outlet 3/4”.

Art. no. US 4020
Art. no. US 4060
Art. no. US 4080

Art. no. US 4021
Art. no. US 4061
Art. no. US 4081

Art. no. US 4022
Art. no. US 4062
Art. no. US 4082

Art. no. US 4043 Art. no. US 4083

PNEUMATIC PISTON GREASE PUMPS
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Compression ratio 50:1 100:1 25:1 7:1 45:1
Compressed air supply Pressure min 30 psi, max 120 psi

Outlet pressure 5800 psi 11600 psi 2900 psi 800 psi 5200 psi

Delivery 6.3 lb/min 6.2 lb/min 15 lb/min 22 lb/min 14 lb/min

Connection compressed air 1/4“ NPT (F) 1/4“ NPT (F) 1/4“ NPT (F) 3/8“ NPT (F) 1/4“ NPT (F)

Connection lubricant outlet 1/4“ NPT (M) 1/4“ NPT (M) 1/2“ NPT (M) 3/4“ NPT (M) 1/2“ NPT (M)

Max air consumption
with 116 psi pressure 20.6 gpm 29 gpm 20.6 gpm 44 gpm 20.6 gpm

Diameter suction tube Ø 1.10’’ Ø 1.10’’ Ø 1.10’’ Ø 1.30’’ Ø 1.10’’

Noise level 79 dB 79 dB 79 dB 78 dB 79 dB

Weight 11 lb 11 lb 11 lb 14 lb 13 lb

Suitable for 
buckets 

/ drums of

35 lb Art. no. US 4020 Art. no. US 4021 Art. no. US 4022 - -

120 lb Art. no. US 4060 Art. no. US 4061 Art. no. US 4062 - -

400 lb Art. no. US 4080 Art. no. US 4081 Art. no. US 4082 Art. no. US 4043 Art. no. US 4083
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PNEUMATIC PISTON GREASE PUMPS
INDUSTRIAL PUMP SERIES “POWER BULL”

Art. no. US 4046 US 4047 US 4048 US 4049 US 4050 US 4051

Compressed air supply Pressure min 30 psi, max 120 psi

Compression ratio 13 : 1 7 : 1 30 : 1 50 : 1 90 : 1 75:1

Max outlet pressure 1508 psi 812 psi 3480 psi 5800 psi 10442 psi 8700 psi

Delivery 41  lb/min 49  lb/min 33  lb/min 27  lb/min 13  lb/min 8  lb/min

Max frequence strokes/min 60 120 150 120 60 60

Connection compressed air 1/2” NPT (F) 1/2” NPT (F) 1/2” NPT (F) 1/2” NPT (F) 1/2” NPT (F) 1/2” NPT (F)

Connection lubricant outlet 1” NPT (M) 1” NPT (M) 1” NPT (M) 1” NPT (M) 1” NPT (M) 1” NPT (M)

Max air consumption
with 116 psi pressure 63.5 ft3/min 68 ft3/min 65.7 ft3/min 68 ft3/min 63.5 ft3/min 63.5 ft3/min

Diameter pneumatic piston Ø 6.3’’ Ø 4.9’’ Ø 3.9’’ Ø 4.9’’ Ø 6.3’’ Ø 6.3’’

Diameter suction tube Ø 2.76’’ Ø 2.76’’ Ø 1.96’’ Ø 1.96’’ Ø 1.96’’ Ø 1.96’’

Suitable for drums of 400 lb 400 lb 400 lb 400 lb 400 lb 400 lb

Weight 57 lb 48 lb 39 lb 48 lb 52 lb 52 lb
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