
PNEUMATIC STAINLESS STEEL PUMPS

Art. no. US 5495 Art. no. US 1071
Art. no. US 1045

Art. no. US 1050
Art. no. US 1049

Air operated pumps with suction shaft in stainless steel AISI 304 for dispensing fl uids with particular chemical characteristics. It is recommended 
to check the compatibility of the fl uid with the materials of the wetted pump components before use.

Art. No. US 5495 US 1045 US 1049 US 1071 US 1050 US 1079 US 1081 US 1082 US 1083

Compressed air supply - 30 - 120 PSI

Compression ratio - 1:1 3:1 1:1 3:1 4:1 8:1 12:1 16:1

Max outlet pressure - 120 psi 350 psi 120 psi 350 psi 470 psi 940 psi 1400 psi 1860 psi

Delivery 2 gpm 9 gpm 4 gpm 9 gpm 4 gpm 9 gpm 8 gpm 7 gpm 4 gpm

Connection compressed air - 1/4” NPT (F) 1/4” NPT (F) 1/4” NPT (F) 1/4” NPT (F) 3/8” NPT (F) 1/2” NPT (F) 1/2” NPT (F) 1/2” NPT (F)

Connection fl uid outlet 3/4” NPT (M) 3/4” NPT (F) 1/2”  NPT (M) 3/4” NPT (F) 1/2”  NPT (M) 3/4” NPT (F) 3/4” NPT (F) 3/4” NPT (F) 3/4” NPT (F)

Max air consumption 
with 116 psi pressure - 55.5 gpm 55.5 gpm 55.5 gpm 55.5 gpm 74 gpm 542 gpm 507 gpm 476 gpm

Length suction tube 37’’ 10.4’’ 10.4’’ 37’’ 37’’ 10.4’’ 14.2’’ 14.2’’ 14.2’’

Gaskets PTFE EPDM PTFE

Weight 4.4 lb 11 lb 8.8 lb 11.5 lb 9 lb 26.5 lb 33 lb 35 lb 42 lb

Art. no. US 1079

Art. no. US 1081
Art. no. US 1082
Art. no. US 1083
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