
Art. no. US 1058

Art. no. US 1058

Pneumatic, selfpriming rotary gear pump for the 
transfer of various fl uids and chemical fl uids. Pump 
body in stainless steel AISI 304, gears in bronze (on 
demand also in nylon 12 – glass fi ber), gaskets in Viton® 
and pump shaft in stainless steel. Ideal for spraying 
applications or for keeping a circulation of a fl uid in a 
closed circuit, f. ex. in parts washers.

Art. no. Compressed air 
supply

Air 
consumption Outlet pressure Flow rate Connection 

threads Weight

US 1058 58 psi 53 gpm 58 psi 2.8 gpm 3/8” NPT (F) 3.3 lb

Art. no. Compressed air 
supply

Consumption 
compressed air

Max outlet 
pressure Max fl ow rate

Connections  
compressed air 

inlet
Weight

US 1064 29 - 102 psi 53 gpm 102 psi 13 gpm 1/4“ NPT (F) 13 lb

US 1065 29 - 102 psi 66 gpm 102 psi 26 gpm 3/8“ NPT (F) 20 lb

US 1066 29 - 102 psi 93 gpm 102 psi 42 gpm 1/2“ NPT (F) 44 lb

PNEUMATIC AND ELECTRIC STAINLESS STEEL PUMPS

Electric and pneumatic selfpriming pumps, with pump body in stainless steel and PTFE – or Viton® seals, for dispensing fl uids with particular 
chemical characteristics. It is recommended to check the compatibility of the fl uid with the materials of the wetted pump components 
before use.

Art. no. US 1064 - Art. no. US 1065 - Art. no. US 1066

Pneumatic double diaphragm pump, for the transfer of fl uids and chemicals. Pump body 
and seats in stainless steel AISI 316, electropolished with an average abrasiveness of 2.7 
microns, diaphragms in Hytrel® + PTFE. 
Selfpriming up to 20’ suction lift, working also unlimitedly in dry running condition, 
approved in accordance with directive ATEX 94/9/EC – zones 1 and 2.

Art. no. US 1064
Art. no. US 1065
Art. no. US 1066

Art. no. US 6125

Electric, selfpriming gear pump for the transfer of fl uids and aggressive liquids; guarantees 
a constant fl ow and a low noise level.
Pump body in stainless steel AISI 304, gears in Kevlar®.
Connection threads 3/8” NPT (F). 
Protection category IP 55.
Cable 5’ with plug included.

Art. no. Voltage Current 
drain Rpm Power Outlet 

pressure Delivery Weight

US 6125 110 VAC – 60 Hz 4 A 2800 550 w 218 psi 3 gpm 4 lbArt. no. US 6125
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